GLOMAR //BALTIC

SPECIFICATIONS

"~ GLOMAR BALTIG

BT =

GENERAL DECK EQUIPMENT

Type: Safety Standby Vessel Deckcrane FWD PS: H. Weyhausen K.G. Delmenhorst AK
Class: Rina 3006-BW19

Flag: Panama Safe Working Load: 900 kg at 4,6 m

Built / Rebuilt: 1974 / 2013 Deckcrane AFT PS: Atlas SWL 900

Call Sign: HP8622 Safe Working Load: 900 kg at 4,5

IMO: 7368255

MMSI: 373857000

Port of Registry: Panama

Class Notation:

* SUPPLY VESSEL - STANDBY ;
UNRESTRICTED NAVIGATION

RESCUE EQUIPMENT

Davit/A-frame:
Fast Rescue Craft:

Ned Deck Marine PRHE 30
Yes according NOGEPA Guidelines

DIMENSIONS TANK CAPACITIES & DECK AREA
Length: 36,5m Total Fresh Water Tank: 67 m3
Breadth: 790 m Total Fuel Tank: 44 m?
Draft (Min/Max): 2,60m /4,00 m Deck Area: 50 m2
Depth: 42 m

Gross Tonnage: 422 T

PERFORMANCE ACCOMMODATION

Maximum Speed + Total Accommodation (Berths): 12
Fuel Consumption: 10 Knots - 3800 L/day Cabins: 7
Economic Speed + Single Cabins: 4
Fuel Consumption: 8 Knots - 2800 L/day Double Cabins: 2
Standby Fuel Consumption: 430 L/Average per day Four Bed Cabins: 1

MACHINERY & PROPULSION

RADIO & NAVIGATION EQUIPMENT

Main Engine:
Auxilliary Engines:
Harbor Generator:
Azimuth Engine:
Azimuth Thruster:
Propeller & Shaft:

Bolnes - TOVDNL 190/600 750 kW
2x Iveco N45 TM1A 85 kW

Deutz TD226B-4D

Scania DI 1259 M 257 kW

Kalkman 257 kW

Fixed Propeller Drive Shaft

GMDSS:
V-SAT:

Al+ A2
Yes
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