
GENERAL

Type:	 Multi Purpose Vessel
Class:	 Rina
Flag:	 Panama
Rebuilt:	 2009 / 2021
Call Sign:	 HOAL
IMO:	 9394301
MMSI:	 374689000
Port of Registry:	 Panama
Class Notation:	 * AUT-UMS; * DYNAPOS DP2; SPS

DIMENSIONS

Length:	 60,00 m
Breadth:	 15,60 m
Draft (Min/Max):	 3,50 m / 5,00 m
Depth:	 6,00 m
Gross Tonnage:	 2082T

PERFORMANCE

Maximum Speed +  
Fuel Consumption:	 11.0 Knots - 9000 L/day
Economic Speed +  
Fuel Consumption:	 9.0 Knots - 7000 L/day
Survey Speed:	 3500 L/day
DP Activities:	 6000 L/day
Fuel Consumption Port:	 1000 L/average per day

MACHINERY & PROPULSION

Main Engines:	 2 x ABC 6MDZC-1000-150-A 1400 kW
Shaft (Auxiliary) Generators:	� 2 x Stamford HCH 634 Y2 625 kW - 

440V (Shaft Generator)
Main Generators:	� 4 x Leroy Somer LSAM 47,2 VS2 C 6/4 

320 kW - 440V
Emergency Generator:	� 1 x Leroy Somer LSA M 43,2L65 C6/4  

60 kW - 440V
Bow Thruster:	 3 x HRP 4009 TT CP 400 kW

DYNAMIC POSITIONING SYSTEM

DP Class:	 DP 2
Manufacturer:	 Kongsberg Kpos 21
DGPS:	 2 x Veripos LD900
Gyro’s:	 3 x Anschutz Gyro Compass 22NX
Motion Sensors:	 3 x SG-Brown TSS
Fanbeam:	 4,2 MDL
Accoustic Positioning:	� 2 x USBL 

1 x Ranger 2 Sonardyne HPT 5000 
1 x To be provided by client

Taut Wire:	 Kongsberg / Bandak - LTW MK14

DECK EQUIPMENT

Deck Air Supply:	 7,5 bar
Deck Power Supply:	 Current: 2 x 400 kW - 440V
Deck Crane:	� 1 x GHE Crane                                                                                                       

1 x AHA-2T11M-HBT-00  
Safe Working Load:	 GHE: 6T at 12,00 m
Safe Working Load:	 �AHA: 3T at 2,50 - 4,00 m  /  2T at 11,00 m
Pedestal (optional):	� For 24T Crane
45T A-Frame	� 45T @ 7,40 m / 2,00 m Hsig - Winch to 

be provided by client
45T A-Frame @ Survey Boom	 5 x 2T @ 5,51 m / 2,00 m Hsig
9T A-Frame (Side A-Frame)	� 9T @ 5,90 m / 2,00 m Hsig - Winch to 

be provided by client
Gob Eye:	 Yes
FiFi:	 Class 1
Survey Moonpool:	 2 x 200 mm 

RESCUE EQUIPMENT

Davit PS:	 Noreq - NPDS3500H
Fast Rescue Craft:	 Yes

TANK CAPACITIES & DECK AREA

Total Fresh Water Tank:	 435 m3

Technical Water Ballast Tank:	 188 m3

Total Fuel Tank:	 643 m2

Deck Area:	� Main Deck 377 m2 @ 5T/m2 
Mezzanine Deck 120 m2 @ 5T/m2 
Cargo: 300T @ 0,90m above deck

Deck Strength:	 5T/m2

Antiheeling:	 226 m3 - 150 m3/h
Fresh Water Generator:	 Yes

ACCOMMODATION

Total Accommodation (Berths):	 54
Cabins:	 29
Single Cabins:	 4
Double Cabins:	 25
Offices:	 5
Hospital:	 Yes
Gym:	 Yes
Relaxation Room / Game Room	 2 x Dayrooms

RADIO & NAVIGATION EQUIPMENT

GMDSS:	 A1 + A2 + A3 
V-Sat:	 2 x Intellian v100NX
Inmarsat:	 Speed on request
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